
Optional instructions for RT Splashguard 
Footrests 

The RT Splashguards are fastened on the bottom by some inadequate 
fasteners even with out the added pressure of the RT Splashguard 
Footrests.  These fasteners look like feathered plastic pins and you 
should consider replacing them with the addition of 1/4” clip nuts and 
1/4” X 3/4” plated or SS bolts that can be purchased at Lowes or Home 
Depot. 

1. Remove the lower side panel to gain access to the fasteners 
holding the Splashguards in place. 

2. Remove the one torx and 1 of the plastic push fastener. 
3. Remove the forward most screw through the sub-frame and in the 

RT Splashguard Footrest, if so installed. 
4. Pull the rear of the Splashguard slightly out, then down, then 

forward to remove the Splashguard and set it aside. 
5. There is 1 more lower plastic push pin that can be removed to 

provide better access to the work area. 
6. Now find the feathered pins (2 on each side) and carefully cut 

them off with a dermal, or hacksaw blade, or pry them up and out 
of the hole they are in, BUT use CAUTION as these small plastic 
support pieces are not very strong and can break off very easy 
(ask me how I know). 

7. Next carefully slide the clip nuts over the spot where you 
removed the feathered pins so the holes line up, making sure that 
you keep the orientation so that the bottom side is flush. 

8. Re-install the Splashguard in the reverse order of removal, 
making sure that you align the hooks in the front. 

9.  Install all fasteners including the 2 - 1/4” X 3/4” bolts and 
washers.  Do not over tighten these bolts but wrist tight. 

10. Use this same procedure for both the Splashguards. 

Have Fun and Ryde Safe.  C-YA  RL 
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